TRIM™ OM350C
Heavy-duty Cutting Oil

TRIM OM350C is a heavy duty, mineral oil based
cutting oil formulated with high performance synthetic
ester-based additives. It can be used for a variety of
metal cutting and grinding processing, especially
suitable for steel broaching. This product is also
suitable for tapping, milling, and reaming processes.
Also suitable for multi metal applications such as
copper alloy, aluminum alloy, and heat-treated steel.

Straight Oils
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Straight to the point-of-cut:

TRIM straight oils, used "straight
up" without dilution of water,
provide maximum lubricity. TRIM
neat oils have super lubrication and
extreme pressure ability, which
effectively protects the tool,
prolongs its service life, and can
obtain extremely high workpiece
precision and surface finish.

Depending on the specific product,
some TRIM straight oils are a high-
end blend of various base oils; while
others contain extreme-pressure
additives to control built-up edge
and prolong tool life.

Get straight to the cut with TRIM
straight oils.

Choose OM350C:

e Excellent extreme pressure lubrication,
inhibiting BUE generated, providing an
excellent surface finish

¢ Provides excellent lubrication and cooling
for machining deep holes

¢ Low oil mist, low volatility, maintains a
clean working environment

OM350C especially for:

Applications — broaching, cutting, deep
hole drilling, grinding, milling, reaming, and
tapping

Metals — aluminum alloys, copper alloys,
heat-treated steel, and multi-metal
Industries — automotive, general industry,
and motorcycle

OM350C is free of — boron, copper,
formaldehyde releasers, siloxane, sulfur,
and zinc

Health and Safety

Request SDS
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